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Poly Suga®Quat S-1210P 

 

                   
SECTION 1 – IDENTIFICATION 

1.1 Product Name: Poly Suga®Quat S-1210P  
      Chemical Family: Surfactant 
      Formula:  Not applicable  
      Synonym:  None 
                  
1.2 Company Name:   Colonial Chemical, Inc. 
     Address:    225 Colonial Drive, South Pittsburg, TN 37380 
 
1.3 Phone Number:   423-837-8800  / (Fax) 423-837-3800 
      Emergency Number:  423-837-8800 / Chemtrec 800-424-9300 

**The chemtrec number is to be called only in the event of chemical 
emergencies involving a spill, leak, fire, exposure or accident involving 
chemicals. 

SECTION 2 – COMPOSITION / INFORMATION ON INGREDIENTS 
          
Chemical description   Polyquaternium-81 
CAS Number:    Not established  
Hazardous Ingredients:   None 
Hazard Rating:    Health – 1     Flammability – 1     Physical Hazard – 0 
 

SECTION 3 –HAZARDS IDENTIFICATION 
3.1 Emergency overview: 
  Appearance: Clear yellow liquid 
                          Physical State: Liquid 
                          Odor: characteristic 
                          Hazards of product: MAY CAUSE EYE AND SKIN IRRITATION 
                                                           ASPIRATION MAY CAUSE IRRITATION 
3.2 Effects of Single Exposure: 

Eyes: May cause severe irritation, redness, blurred vision. 
Skin: May cause irritation. 
Inhalation: Mist may irritate mucous membranes. 
Ingestion: Moderately toxic.  May cause abdominal discomfort, nausea, vomiting 

and diarrhea. 
    Effects of Repeated Exposure: 

Eyes: Prolonged contact can cause severe irritation, redness, blurred vision. 
Skin: Prolonged contact can cause dermatitis. 
Inhalation: Mist can irritate mucous membranes. 

 
Medical Conditions Aggravated by Exposure:  Skin contact may aggravate an existing dermatitis. 
 
 
 
. 
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SECTION 4 – FIRST AID PROCEDURES 
 
4.1 Exposure to Eyes: Immediately flush with copious amounts of water for at least 15 minutes.  

Do not remove contacts if worn.  Consult physician immediately. 
4.2 Exposure to Skin: Immediately flush with copious amounts of soap and water for 15 

minutes.  Remove and launder contaminated clothing before reuse.  If 
irritation persists, contact physician.   

4.3 Exposure by Inhalation: Remove to fresh air.  If irritation persists, contact physician. 
4.4 Exposure by Ingestion: If patient is conscious and can swallow, give 2 glasses of water.  Call 

physician or poison control immediately.  Do not induce vomiting. 
4.5 Note to physician:  There is no specific antidote.  Treatment of overexposure should be directed at the control 
of symptoms and the clinical condition of the patient.  Any material aspirated during vomiting may cause lung 
injury.  If it is considered necessary to evacuate the stomach contents, this should be done by means least likely to 
cause aspiration (e.g., gastric lavage after endotracheal intubation). 
 

SECTION 5 – FIRE FIGHTING MEASURES 
 
5.1 Flash Point & Method:  > 200°F, Pensky-Martens Closed Cup. ASTM D 93 
5.2 Extinguishing Media:   CO2, Dry Chemical, BC/ABC Extinguishers. 
5.3 Unusual Fire and Explosion Hazards: None known 
5.4 Fire Fighting Procedures: Do not direct a solid stream of water or foam into hot, burning pools, this 

may cause frothing and increase fire intensity.  Use self-contained 
breathing apparatus and body-covering protective clothing. 

 
SECTION 6 – ACCIDENTAL RELEASE MEASURES 

 
Containment:  Soak up with sand or sweeping compound and dispose as solid waste.  To avoid gelling and 

foaming problems, do not use water to flush to industrial sewer. 
 

SECTION 7 – HANDLING AND STORAGE 
 
7.1 Handling: Use good hygiene practices when handling product to avoid contact with 

eyes, skin and clothing. 
7.2 Storage: Keep container closed when not in use.  Store between 50 – 100°F. 
7.3 Other precautions Prevent skin and eye contact. Avoid breathing this material. 
                            Do not swallow. 
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